
To install your IO-RA retrofittable 

Quick-Change coupler, first thread the unit 

onto any conventional mic stand or boom 

equipped with 5/8" threads until tight. Then 

lock the IO-R in place by tightening the 3mm 

hex screw (B) with the included hex wrench.

To remove the IO-RA, loosen the hex screw.

While we highly recommend installing 

IO-RA on 5/8" threads, to convert an 

IO-R to a 3/8" internal thread, first 

remove the hex screw (B) and release 

the internal locking cam and remove it. 

Save the cam and hex screw in a safe 

place in case you want to use your IO-RA 

on 5/8" threads in the future.

To release the IO-H, pull down on the 

knurled sleeve and pull the coupler head 

out. To re-insert the IO-H, simply align 

the hex and push it down. There is no 

need to pull the sleeve down to install 

the IO-H the IO-H.
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To avoid losing the 

pressure cam, do not 

loosen the hex screw 

past the housing.

To install the bushing adapter, converting the 

IO-RA from 5/8" to 3/8" threads, insert it into 

the lower female thread with the small side 

up. Once in, align the slot at the bottom (B) 

with the hole for the supplied (shorter) hex 

screw (C). Put a little tension on the replaced 

hex screw with the included 3mm hex 

wrench and then thread the IO-RA onto the 

stand or boom. Lock it into place by firmly 

tightening the hex screw (C). To remove the 

IO-RA, loosen the hex screw (C).
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IO-RA enables you to utilize revolutionary 

Triad-Orbit IO� Quick-Change functionality 

with your existing stands and booms.

IO-RA also gives you the ability to use the 

Triad-Orbit proprietary Orbital Booms on your 

heavy-base legacy mic stands. Your IO-RA 

includes 3/8 adapter to use your IO-RA with 

3/8" threads.

C

B

Euro adapter 

B

IO-R Installation

Euro adapter

IO-H IO-RA


